Typical Wiring Chart

For Johnson Controls To BASO Intermittent Pilot Ignition (IPl) Control

DISTRIBUTION (MANITOWOC FOODSERVICE REPLACEMENT)

REPLACES REPLACE WITH
JCI (IP)) TO BASO (IPIl)
G770MGA-2D
BASO
BG1600MOOEP-1AD
BG1600MOOEP-1DD
BG1600MOOEP-2AD
BG1600MOOEP-2DD
BG1600MO0EP-3DD
Label B B )
(REF) TB# SPADE # Label
MV 3 P Connect To — 1 MV
GND 5/Chassis — GND
(VALVE) (frame) Goetiect To 2 (PV/MV)
PV 1 > Connect To S— 3 PV
GND 5/Chassis > S ennEeE T — 4 GND
(BURNER) (frame) - e (BURNER)
GND 5/Chassis - GND
(24V) (frame) Smmmct o i (24V)
THS 2 > Connect To f— 6 24V
24V 6 NC NC | none 7 TH
SENSE 4 > Connect To e 8 SENSE
DAMPER Molex DAMPER
PLUG Plug HE e | mone PLUG
INTEGRAL none NC NC none 9 INTERN
SPARK Rajah Connect To g 10 SPARK

NC = No Connection
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